ENDURANCE

STRENGTH ‘ INTELLIGENCE = SPEED

RANK

COURAGE FIREPOWER SKILL

Motto: “Fear is the element that unites all losers.”
Function: Warrior

Class: Cyberjet

Profile: A dedicated and dependable Decepticon
warrior, totally loyal to Megatron and seeks
nothing more than to fufill his leaders’ evil amibi-
tions. Fierce and determined, has little patience
for the scheming and plotting of many of his
fellow Decepticons. Not too personable, and his
blind loyalty to Megatron can be used against
him.

Weapons: Air to Air Missiles

Setting Up: Print out the parts page and be sure
to let the ink completely dry. Get out some white
glue and a decent pair of scissors.

Hinge Joint: Start by cutting out the three hinge
pieces. Fold each into a box and glue them into
shape. Then, glue one long side of the center
piece (marked ‘2’) onto the center of one side
the large hinge prism (marked '1°). Glue the
shorter hinge prism (marked ‘3’) in the same way
on the opposite side. Let hinge assembly dry.

Hood Assembly: Cut out the pieces marked
‘undercarriage’ and ‘chest’. Fold and glue each
piece into boxes with the exception of the open
flaps. Let dry.

Insert one part of the hinge joint into the under-
carraige via the flap. Insert the smaller part of
the hinge joint into the chest the same way.
Glue down the flaps to secure the joint in place,
being sure that no glue gets in the hinge itself.
Let dry.

Cut out the ‘nose’ piece, folding into a box with
the back end open. Glue down the nose to the

undercarriage so that the sloped end of the un-
dercarriage meets nicely with the nose and the
open end is towards the back.

Cut out the two ‘intake’ pieces, gluing them into
shape. Glue the two intake pieces to the sides of
the nose. Cut out the two ‘winglet’ pieces and
fold and glue in half. Glue a winglet to the top of
each intake.

Lastly, cut out the ‘front canopy’ piece and glue
into a box. Glue front canopy to the top of the
nose, towards the very back. Let nose assembly
dry. When complete, the nose should swing
freely around the chest via the hinge joint.

Arm Assembly: Cut out one piece marked
‘shoulder’, one piece marked ‘arm’ and one piece
marked ‘arm lock’. Cut and fold each into boxes
and let dry. Glue the shoulder onto one end of
the arm lock. On the opposite side of the shoul-
der, glue the arm into place. When done, the
arm assembly should resemble a j’ shape.

Repeat the steps above for the opposite arm as-
sembly. Let them both dry completely.




Cut out the back piece and glue together, leav-
ing the flap open. Let dry. Hook in each arm to
within the side flaps and secure back piece
down with glue. When complete, the arm as-
sembly should slide freely into and out of the
back piece.

Cut out the two arm guard pieces. Fold and glue
into boxes then attach to the sides of the arms
so that the ‘sloped’ section matches the hands
on each arm. Allow to dry.

Body Assembly: Cut out the ‘torso’ piece, then
fold it and glue it into a box shape. Line up the
back and torso pieces evenly, gluing them to-
gether. Glue the ‘chest’ piece to the front of the
torso assembly, making sure that the arm hooks
are on top, and in the center on each side. Allow
entire assembly to dry.

Cut out head piece, folding and gluing it into a
box as normal. Glue to top of torso and let dry.
When done, the nose should be able to feely
swing over the head, covering it up.

Cut out the waist and cod piece parts, making
boxes yet again. Glue waist to bottom of the
torso, and then the cod piece to the front of the
waist. Let body assembly dry.

Leg Assembly: Cut out leg pieces. Fold each into
a box, glue into shape, and then let dry. Glue
one end of each leg onto the marked gray areas
at the bottom of the waist piece.

Cut out leg brace piece. Fold into a box with the
sides open and glue into shape. Glue brace onto
the undersides of the legs and let dry.

Cut out feet pieces, folding into a box and gluing
into shape as usual. Cut out feet brace pieces,
gluing them into a ‘prism’ shape. Glue feet to
feet braces.

Cut out lower legs piece, fold into a box and
glue sides and bottom. Insert legs and leg brace
into the top of the lower legs piece. Insert feet
braces into the bottom of the lower legs piece.
Secure the lower legs into place by gluing down
the flaps and then letting dry. The upper legs
should slide snugly but freely within the lower
legs, the feet should rotate forward.

Cut out cod piece. Fold into a box and let dry.
Glue into the front of the waist piece so that the
graphic detail faces forward.

Vehicle Assembly: Cut out the two wing pieces,
folding them into half and gluing solid. Glue
wings to back of robot. Cut out ‘missiles’, folding
into prisms and gluing into shape. Glue missiles
to the undersides of wings, at the edge.

Cut out tail pieces, fold and glue in half. Cut out
rear intakes, fold into boxes and glue into shape.
Glue tail between air intakes, and glue to back of
robot assembly. Use to balance the robot mode’s
standing.

Transformation: To Transform into robot mode,
extend lower legs from body, rotate feet for-
ward. Extend arms from sides. Swing nose down
to form robot chest. To return to vehicle mode,
reverse the order of these instructions.
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